Compact slide cylinder——HLH Series
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O Installation and applicationA

1. Dirty substances in the pipe must be eliminated before cylinder is connected with pipeline to
prevent the entrance of impurities into the cylinder.

2.The medium used by cylinder should be filtered to 40 u m or below.

3. Anti—freezing measure shall be adopted under low temperature environment to prevent moisture
freezing.

4.1f the cylinder is dismantled and stored for a long time, pay attention to conduct anti-rust treatment

to the surface. Anti—dust caps shall be added in air inlet and outlet ports.

O Criteria for selection: Cylinder thrust Unit: Newton(N)
Bore size Rod size ) Pressure area Operating pressure(MPa)
(mm)  (mm)  Actingtype (mm’) A4 02 03 04 05 06
6 5 Double|Push side|28.3 - 57 |85 |11.3 [142 |17.0 |19.8
acting |py|iside |21.2 - 42 |64 (85 [10.6 [12.7 [14.8
10 4 Dogble Push side|78.5 7.9 15.7 |236 |31.4 [39.3 |471 |[55.0
acting |py|i side |66.0 66 132 [19.8 [264 [33.0 [39.6 [46.2
6 6 Dogble Push side[201.0 20.1 |40.2 [60.3 |80.4 [100.5 |120.6 |140.7
acting [py|iside [172.7 17.3 |34.5 [51.8 [69.1 |86.4 [103.6[120.9
20 8 DO{JNG Push side|314.0 31.4 [62.8 [94.2 |125.6 [157.0 |188.4 |219.8
acting [py|iside [263.8 26.4 [52.8 [79.1 [105.5[131.9 |158.3 |184.7
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