MPG Series Plate Cylinder

O Product series

] Mounting type Actingl | Bore | [Collocation of sensor switch
Series ; t i
Basic LB FA SDB ype size DS1-H DS1-HL
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MPG

o Installation and application A

1. When load changes in the work, the cylinder with abundant output capacity shall be selected.

2. Relative cylinder with high temperature resistance or corrosion resistance shall be chosen under the condition of high
temperature or corrosion.

3. Necessary protection measure shall be taken in the environment with higher humidity, much dust or water drops, oil
dust and welding dregs.

4. Dirty substances in the pipe must be eliminated before cylinder is connected with pipeline to prevent the entrance of
particles into the cylinder.

5. The medium used by cylinder shall be filtered to 40 p m or below.

6. As both of the front cover and piston of the cylinder are short, typically too large stroke can not be selected.

7. Anti-freezing measure shall be adopted under low temperature environment to prevent moisture freezing.

8. The cylinder shall avoid the influence of side load in operation to maintain the normal work of cylinder and extend the
service life.

9. If the cylinder is dismantled and stored for a long time, please conduct anti-rust treatment to the surface. Anti-dust caps
shall be added in air inlet and outlet ports. The front and back cover can not be dismantled, which shall be especially
noticed.

O Criteria for selection: Cylinder thrust Unit: Newton(N)

Bore size Rod size Pressure Operating pressure(MPa)

Model Acting type

area (mm’) 0.1 . . 0.5 0.6

Double |Push side 28.3 2.8 5.7 8.5 113 | 142 | 17.0 | 198
acting |Pull side 21.2 2.1 4.2 6.4 8.5 106 | 127 | 148
Double |Push side 50.3 5.0 101 | 151 | 201 | 252 | 30.2 | 35.2
acting |Pull side 37.7 3.8 7.5 11.3 | 151 189 | 226 | 264
MPG Double |Push side 78.5 7.9 15.7 | 236 | 314 | 393 | 471 55.0

(mm)  (mm)

MPGH 10 4 acting [Pull side 65.9 66 | 132 | 198 | 264 | 33.0 | 39.5 | 46.1
12 6 Dogble Pushside|  113.0 11.3 | 226 | 339 | 452 | 565 | 67.8 | 79.1

acting |Pull side 84.7 85 | 17.0 | 254 | 339 | 424 | 50.8 | 59.3

16 6 Double [Pushside| 201.0 201 | 402 | 60.3 | 80.4 | 100.5 | 120.6 | 140.7

acting [Pull side 1727 17.3 | 345 | 518 | 69.1 | 864 | 103.6 | 120.9
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